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MACHINE PRODUCTION
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9001

ISO 9001 인증업체

AD TECH Co., Ltd.

XPE, PE EXTRUDER MACHINE (압출 설비)

COMPOUNDING PELLETIZING MACHINE (컴파운드)

FOAM SHEET PRODUCTION MACHINE (가교발포 설비)

AIR POLLUTION PREVENTION MACHINE (공해방지 설비)
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XPE SOLID SHEET EXTRUDERXPE SOLID SHEET EXTRUDER

A D T E C H

Model AD-XPE150-S AD-XPE150-D

Sheet width Product 600MAX 860MAX

Sheet Thickness 2-5mm 2-5mm

Capacity(h) 150kg 180kg

Electric Power 190kw 210kw

Screw Dia 150mm 150mm

T-Die & Polishing 300kg Auto Measuring Car 600kg Vertical Mixer

Specification
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COMPOUND PELLETIZINGCOMPOUND PELLETIZING

Model AD-CHB150

Material pe + α 

Kneader 75Liter

Extruder 150mm

Capacity (h) 400kg

Screw Dia 150mm

75L-Kneaedr 150mm Compound Extruder

Specification
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FOAM SHEET PRODUCTION MACHINEFOAM SHEET PRODUCTION MACHINE

A D T E C H

Model AD-F1500 AD-F2000 AD-F2500

Sheet width Production 1,600 2,000 2,400

Sheet Thickness 3-15mm 3-12mm 3-10mm

Capacity(h) 180kg 180kg 230kg

Electric Power 160kw 170kw 170kw

#1 Zone-Heater HAV Circulation
#2 Zone-Burner HAV Circulation
#3 Zone-Burner HAV Circulation

2-Cutting View (F2500) Furnace Point

Specification
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FOAM SHEET PRODUCTION MACHINEFOAM SHEET PRODUCTION MACHINE FOAM SHEET PRODUCTION FURNACE MACHINEFOAM SHEET PRODUCTION FURNACE MACHINE

Take up Winding Line
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FOAM SHEET PROCESSING MACHINE FOAM SHEET PROCESSING MACHINE 

A D T E C H

XPE & PE / EPE / PS Laminating Machine

XPE - Hose Forming Machine XPE - Hose Auto Cutting Machine

Model AD-LA1500 AD-LA2000 AD-LA2500

Sheet width 1500mm 2000mm 2500mm

Line Speed(Max) 30m 30m 30m

Bonding Type Line Burner & Heater

Specification

Model AD-HF450 AD-HF650

Size 100A 250A

Line Speed 10-40m 10-15m

Bending Type Hot-Air

Model AD-HC150 AD-HC250

Cutting size 125 170

Line Speed 100m 60m

Specification Specification
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FOAM SHEET PROCESSING MACHINE FOAM SHEET PROCESSING MACHINE AIR POLLUTION PREVENTION MACHINE AIR POLLUTION PREVENTION MACHINE 

전기식 집진장치-ch(유기화합물, NOX, SOX, 미세먼지, 기타 오염물질) 

Model ADHP-250-S ADHP-500-S

Capacity 250m3 500m3

Air Speed(Max) 6.0m/sec 6.0m/sec

Machine-Range 6.5m 10m

Specification

공해배출방지설비 가동 전과 후를 비교해보세요! 

가동 전 가동 후



AD TECH Co., Ltd.

47, Jeonjanonggongdanjigil, Donghwa-myeon, 
Jangseong-gun, Jeollanam-do, Korea (Zip 57241)
Mobile	+82-10-3607-6524   
Tel	 +82-61-393-8065   
Fax	 +82-61-393-8067
E-mail	ad8051@hanmail.net
http://www.adtk.kr

Xihou industrial park, Jintang town, 
Dinghai district, Zhoushan City, 
Zhejiang province, China
Tel	 +86-580-2033730   
Fax	 +86-580-2033736
E-mail	156433759@qq.com
http://www.rnadtk.com

Mobile. 010-3607-6524   Tel. 061) 393-8065   Fax. 061) 393-8067   E-mail. ad8051@hanmail.net

| 전라남도 장성군 동화면 전자농공단지 47AD TECH


